Installing the Dialogic®
Brooktrout® T1/E1 PCI
Express Fax Board (Single
Span)
Part Number: 64-1193-02

Setting the Module Number

Safety Compliance Statements

You must set each TR1034 Fax Board to a unique
module number to identify the resources associated
with a specific board in a multi-board system. Use
the rotary switch (Figure 1) to set the module
number for each TR1034 Fax Board (see location in
Figure 2). The available settings are 2 - F (0 and 1
are reserved).



Figure 1

Rotary Switch

The Dialogic® Brooktrout®TR1034 T1/E1
combination PCI Express boards (“TR1034” or
“TR1034 Fax Board(s)”) are low profile, half length,
single slot, PCI Express serial I/O bus-compatible
boards with T1/E1 capabilities. The TR1034 delivers
33.6 Kbps (V.34) fax transmission speeds, up to 30
fax channels per board, and an on-board T1/E1
interface (see Figure 4).



Install this board only in UL Listed equipment
that has instructions stating that the user may
install and remove accessory boards.
Disconnect any interface cables from this board
before removing the cover of the equipment.

Installing the Dialogic® Brooktrout® TR1034
Fax Board
Caution: A small amount of static electricity can
destroy the sensitive components on your board.
To prevent static damage, always connect yourself
to ground using a ground strap before touching a
circuit board. Handle boards only by the edges or
metal mounting brackets and transport boards in
an anti-static bag.

To install the board:
1. Power off the computer.
2. Remove the computer cover. If the system has a
board hold-down bar, remove it as well.
3. Locate an unused PCI Express bus slot (see
Figure 3).
4. Holding the TR1034 Fax Board at each top
corner, carefully insert the PCI Express Board
Edge connector firmly into the PCI Express slot.
5. Screw the board’s mounting bracket securely to
the computer's frame. See Figure 2.
6. Replace the computer cover.
7. Turn on the computer.
The board status LED (see Figure 2)
continuously flashes yellow when you turn the
computer on.
Note:

Dialogic® Brooktrout® Fax Boards should not be
present in the computer during the installation of any
operating system. The operating system can
misinterpret the board as being some other device, with
unpredictable consequences.

Recognizing PCI Express Slots

The TR1034 T1/E1/IP PCI Express boards use 3.3V
and 12.0V power from the serial bus and can be
inserted in x1, x4, x8, or x16 bus (signaling) slots.

The PCI Express slots in the computer chassis
appear as black slots. Figure 3 shows the different
variations of PCI Express slots. You can insert the
Dialogic® Brooktrout® TR1034 Fax Board into any
of the PCI Express slots shown in Figure 3.

You need a separate fax application to use the
TR1034 Fax Board. Please contact your application
provider (normally a third party vendor) for the
correct operating system driver, supporting files,
and firmware.

System Requirements
This board must be installed in an enclosure that
meets the following specifications.
 A Pentium 4 or later host processor
 A x1, x4, x8, or x16 PCI Express serial I/O bus
slot. See Recognizing PCI Express Slots for more
information.
 Temperature: 0°C - 50°C
 Humidity: 10% - 90% (noncondensing)
 Power requirements:
2.6 W at 3.3 V
2.4 W at 12 V
5 W total

Figure 3

Figure 2

Dialogic® Brooktrout® TR1034 T1/E1 PCI
Express Fax Board

PCI Express Serial Bus Slots

Connecting to the Telephone Service
An RJ-48C telephone jack on the board mounting
bracket (see Figure 4) provides the connection to the
T1/E1 service.

Pin
1
2
3
4
5
6
7
8

Figure 5

Indicates
RX Ring
RX Tip
No connection
TX Ring
TX Tip
No connection
No connection
No connection

T1/E1 RJ-48C Pinouts

Dialogic® Brooktrout® Fax Board Status LED
The Board Status LED on the mounting bracket (see
Figure 4) indicates the overall status of the TR1034
Fax Board:
Figure 4

Front View of Mounting Bracket

The TR1034 Fax Board, when used with a T1 line, is
approved as a DSX-1 device and must be connected
to the telecommunications network through a PBX
or CSU. When used with an E1 line it must be
connected to the SELV (safety extra low voltage)
port of the NTU (network termination unit).

Pinouts for the T1/E1 Connector
Pins 1, 2, 4, and 5 on the RJ-48C telephone jack
provide T1/E1 data paths to and from the board. The
connector pins are configured as shown in the table
below and in (Figure 5).

Board Status LED

Indicates

Off

Board has no power.

Flashing yellow

Board powered up and
ready to load firmware.

Steady red

Board powered up, but
failed tests.

Flashing yellow
and green

Board is downloading
firmware.

Flashing green

Firmware is downloaded
and the board is ready for
use.

T1/E1 Status LED
The T1/E1 Status LED on the bracket (Figure 4)
represents the T1/E1 service status as shown:

Signal Name

RJ-48C Pin

Transmit (TX) Tip

5

Transmit (TX) Ring

4

T1/E1 Status LED

Indicates

Receive (RX) Tip

2

Off

Receive (RX) Ring

1

The software has not yet
initialized the board with the
telephony configuration.

Green

Normal error-free operation; layer
1 is up.

Red

Red alarm (loss of incoming
network signal).

Yellow

Yellow alarm (transmitting alarm
– board is failing to synchronize
with incoming signal).

Green with
flashing red

Clocking error, bipolar violation,
cyclic redundancy error, or other
error.

Using the Dialogic® Brooktrout® TR1034 Fax
Board
Once you have installed the TR1034 Fax Board,
install and configure your fax software application
according to instructions included with the software.
After you have set up your software to support the
TR1034 Fax Board, you can send and receive faxes.

Serial Number
You can find the board serial number (2 letters and
9 digits) on white labels on the back of the board.

Getting Help
Dialogic provides technical support for customers
who have purchased hardware or software products
from Dialogic. If you purchased products from a
reseller, please contact that reseller for technical
support. This equipment contains no
user-serviceable parts and is not intended for repair
by unauthorized personnel. If the equipment is
causing harm to the telephone network, the
telephone company might request that you
disconnect the equipment until the problem is
resolved.
To obtain technical support, please use the web site:
http://www.dialogic.com/support

Hardware Limited Warranty
Please refer to the following Dialogic web site for
information on hardware warranty information,
which applies unless different terms have been
agreed to in a signed agreement between yourself
and Dialogic Corporation or its subsidiaries. The
listed hardware warranty periods and terms are
subject to change without notice. For purchases not
made directly from Dialogic please contact your
direct vendor in connection with the warranty period
and terms that they offer.
http://www.dialogic.com/warranties
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